
Reference see General Techn. Spec

Material
C

O
D

E

95 Al2O3 content: 95% 99,5 Al2O3 content: 99,5% ZrO2: Zirconia
Surface
Finishes

N Normal finish ra=1,0µm
D Diamond Polish ra=0,5µm

Hardness H ~1500HV XH ~1800HV

WELDING TUBE

 3-401199-00

Art.No. Ød ØD L
08243 0,9 6 10
08244 0,95 6 10
07348* 1 6 8
10278* 1,15 6 8
09678 1,2 6 8
08246 1,2 6 10
08247 1,3 6 10
07913 1,3 7,4 10
09679 1,4 6 8
08248 1,6 7 10
09680 1,7 6 8
07914 1,7 7 10
08249 2,1 7 10
08241 2,6 8 10
09681 2,8 8 10
08242 3,2 10 10
08250 3,2 15 20
09682 3,3 10 12
08251 3,5 10 20
14099 4,32-4,45 (0.170-0.175”) 12,7 (1/2”) 12,7 (1/2”)
08252 4,5 12 20
14100 5,46-5,59 (0.215-0.220”) 15,88 (5/8”) 12,7 (1/2”)
14101 6,99 - 7,11 (0.275-0.280’’) 19,05 (3/4”) 12,7 (1/2”)

Material Cordierite

Reference see General Techn. Spec
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